
GYPSUM PLASTER
Superior coating for smoother finish

40 kg

25 kg

20 kg

Pack size: 20kg, 25kg & 40kg



GYPSUM PLASTER

BENEFITS OF GYPSUM PLASTER
Excellent finish: Smooth white finished surface ready 
for painting unlike conventional sand cement plaster. 
Gypsum plaster has fine particles which provide 
consistency in finish and better workmanship leading to 
excellent surface finish.

Environment friendly: No water curing required in 
gypsum plaster which in turns saves water resources.

Construction friendly: Gypsum plaster is lighter than 
conventional sand cement plaster which helps in 
decreasing dead load on the building. 

Faster completion of project: With gypsum 
plaster, finished surface can be achieved in 3 days. 
Conventional sand, cement plaster requires a week 
long water curing, post application, to get a finished 
surface.

Single step process: Two step application 
(plaster application, POP punning)  required in sand 
cement plaster to achieve same finish as gypsum 
plaster (which is achieved in single step).

Superior quality: Factory mixed product with 
consistent formulation. No shrinkage cracks like 
conventional sand cement plaster. 

Gypsum plaster is used as a finishing layer on any 
brick/block/concrete wall to achieve a smooth 
surface ready for painting. Gypsum plaster enables 
time saving during construction and deliver a better 
surface finish and is suitable for internal plastering.

Gypsum plaster is a white cementing material made by 
partial dehydration of gypsum with special additives 
for best performance and ease of application. 

Gypsum plaster is applied in a paste form, which is obtained 
by adding powder in water and mixing. It sets and hardens by 
chemical re-combination of gypsum with water.

It is a sustainable building material and an environment 
friendly product as compared to traditional alternatives 
like sand cement plaster. There is no requirement of water 
curing, which saves lots of time and water resources.



ONE COAT PLASTER
Knauf One Coat Plaster is for direct application on interior brick/block 
walls and as finishing layer on concrete and cement surfaces.

HOW TO USE PRODUCT

*Product Details:
-Initial setting time: 10 15 minutes.

Water to powder ratio: 1kg water for 1.4kg powder

Pack size: 20kg, 25kg & 40kg

Coverage (12 mm thickness): 12.5 sqft for 20kg Bag, 16 sqft for 
25kg Bag & 25 sqft for 40kg Bag

Surface preparation: Surfaces should be clean and free from dust. Remove 
any dust, dirt, oil particles etc. which can hinder bonding with the surface. 

Mixing: Take water in a clean tray or bucket. Add plaster powder to water as per 
recommended ratio. Mix it thoroughly until a consistent lump free paste is 
obtained. Prepare plaster mix quantity which can be used in specified initial 
setting time.

Application: Apply the plaster mortar in order to create a levelled surface. 
Spread the applied material and flush with straight of trowel. Level the surface 
and align the corners. Prepare a thin plaster mix and apply as a finish coat to 
achieve a smooth finished surface. Once the plaster surface has set, smoothen 
with finishing trowel.

Finished surface: Post complete drying, surface is ready for painting work which 
usually takes 3 days.

*Performance parameters are tested in standard lab conditions. Actual performance depends on site conditions and product usage.
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